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POLE CAP

VERTICAL REINFORCING BARS

MAST ARM LENGTH
(AS DEPICTED ON TRAFFIC SIGNAL LAYOUT SHEET)

N\ EOUALLY SPACED (SEE POLE BASE
ART FOR SIZE AND NUMBER)

WIRE HOLE AND NOMINAL&
1" l.D. RUBBER GROMMET

\ = )
] =Y
FOR EACH SIGNAL HEAD

O
FOR EQUIPMENT GROUNDs
CONNECT EACH MAST ARM TO POLE WITH
"4 AWG BARE COPPER. THE GROUNDING
LUG SHALL BE BRONZE TYPE. THERE SHALL
BE AT LEAST 1.5 FOOT OF BARE COPPER
BETWEEN EACH LUG.

SPECJAL NOTE FOR THE POLE DOOR:

FURNISH A SHOCK HAZARD WARNING STICKER ON
DISCONNECT WITH THE FOLLOWING INFORMATION:
VOLTAGE 1120 VOLT)

GLOVE CLASS (0)

LIMITED APPROACH BOUNDARY (42 IN)
RESTRICTED APPROACH BOUNDARY (CONTACT)
SEE NFPA 7OE FOR ADDITIONAL PPE REOUIRED

17° - 19' & CONFORM
TO FIGURE 4D-1MUTCD
LATEST EDITION

NOTE;

THE STEEL STRAIN DOOR SHALL HAVE
A 4"BY 6" SHOCK HAZARD WARNING STICKER /
INSTALL 3"FROM THE TOP OF THE DOOR.

THE STICKER SHALL BE METALCRAFT |

PLY695 PREM STYLEMARK LABEL WITH 3 )
007 THICKNESS, WITH UV WHITE b8 "4 AWG 'BARE
POLYCARBONATE MATERIAL, AND WITH \Ew COPPER/
MC53FL _PRESSURE SENSTIVE ADHESIVE @3 /
OR_APPROVAL EQUAL. THIS SHALL BE >a /
INCIDENTAL TO THE PROJECT. ~

~ — — 7 " BRONZE LUG

/

GROUNDING REOUIREMENTSs

CONTRACTOR SHALL PROVIDE A MINIMUM OF 6 INCHES OF
GROUND WIRE FOR TESTING PRIOR TO CONNECTING THE
WIRE TO ANY DISCONNECT,

CABINET OR POLE.

LEAVE TOP OF GROUND RODS EXPOSED FOR ELECTRICAL
INSPECTION.

POLE GROUND - GROUND WIRE SHALL COME FROM THE
GROUND ROD THROUGH THE PVC CONDUIT, CONNECTING TO
THE POLE AND THEN TO EACH RIGID STEEL GROUNDING
BUSHING.

N

SEE MAST ARM POLE BASE
DETAIL FOR MATERIALS AND
INSTALLATION REQUIREMENTS

]

1

| FOR EOUIPMENT GROUND SIGNAL/PED HEADS:
T CONNECT GREEN WIRE FROM 5C/7C IMSA CABLE
1 TO CONNECTOR THAT WILL BE INSTALLED

UNDER ONE OF THE BOLTS FOR THE TRI STUD

ASSEMBLY THAT CONNECTS THE HEADS.

WE RECOMMEND BUTTED SEAM CLOSED

BARREL FOR THIS CONNECTION.

==

MONOTUBE MAST ARM POLE DETAIL

NOTES:

ALL CONDUITS USED FOR THE TELEPHONE., GROUNDING., SPARE, AND SERVICE THAT ARE
INSTALLED IN THE POLE BASE ARE INCIDENTAL TO BID ITEM "23I57EN". THIS INCLUDES
PROVIDING A MINIMUM OF 24 INCHES OF CONDUIT PAST THE EDGE OF THE CONCRETE POLE
BASE.

ALL CONDUITS SHALL BE INSTALLED 6 INCHES ABOVE THE CONCRETE POLE BASE.

FOR POLE BASE DEPTH SEE CHART IN SECTION 723 OF THE KENTUCKY STANDARD
SPECIFICATIONS FOR ROAD AND BRIDGE CONSTRUCTION, CURRENT EDITION.

OVERHEAD SERVICE WIRES SHALL BE INSTALLED ON THE EXTERIOR OF THE POLE IN A ¥
RIGID STEEL CONDUIT WITH WEATHERHEAD, OR ON THE INSIDE THE STEEL STRAIN POLE IN
FLEXIBLE CONDUIT,

UNDERGROUND SERVICE WIRES SHALL BE INSTALLED IN ¥, RIGID STEEL CONDUIT AS
SHOWN ON THE CONTROLLER CABINET DETAIL SHEET.

1/26/2022

HEX NUT, WASHER, AND
LOCK WASHER ABOVE BASE
PLATE (TYPJCAL)

TOP OF FOUNDATION MUST
BE LEVEL

A MINIMUM OF TWO
BOLT THREADS SHALL
EXTEND ABOVE THE
NUT

COUNTY OF ITEM NO. SHEET NO.

|]> 3 CLR
® = |
HEX NUT AND WASHER
@ "4 TIE OR UNDER BASE PLATE Iy 1
SPIRAL BARS FOR PLUMBING OR . 1"+/] MAXIMUM AS
10 BE 12 RAKING POLE (TYP) ST F ( CLEARANCE  REQUIRED
ON CENTER IS 1o \OF ONE BOLT By MFR
Serl,” 1"-) DIAMETER
MAXIMUM DIAMETER F
OF ANCHOR BOLTS '
SHALL BE 2" CONCRETE
o 5
I 3-0r Je— OUTSIDE OF
FOUNDATION
5
- 4 e CABLE
= o ASSEMBLY
LOUVERS = LAP ANCHOR BOLTS.
(TYP.) OUANTITY AS
1 RECOMMENDED BY
POLE MANUFACTURER
z;-AgErLl%cnvz = A MIN, OF 6) RACKET A Y FOR T
(. -
SPECIFIED) = FOR TIE BARS SIGNAL HEADS ON MAST ARMS
CURB SIDE
P 1/¢ SPARE SCHEDULE 80 PVC
CONDUIT; STUBBED OUT WITH
< > END BELL BUSHING AND
. CAPPED AT BOTH ENDS. AN
- ¥a" SCHEDULE 80 PVC ARROW SHALL BE ETCHED
CONDUIT FOR SERVICE ON THE TOP OF THE BASE
-— s GROUND (REQUIRED AT
= === TO SHOW THE LOCATION
SERVICE LOCATION ONLY) JDIRECTION OF THE SPARE
f | CONDUIT,
ST -
5 EXTERIOR CONDUIT MAY BE ARM 1" CHAMFER
" e v
ACKPLAT TA L g
o e e Ly 1
(! L) 5 n -
USE ¥a" SCHEDULE 80 PVC - “;: T 4 -6 FINISHED GRADE
FEESIOORR? St b
¥u" SCHEDULE 80 PVC . TER BA e —inl
CONDUIT WITH END BELL 1" CHAMFER oF PeLE BASE ON EXTERIOR I A ) :A' K _L
BUSHING FOR POLE A R q
GROUNDING CONDUCTOR L, 0 —4F 1 -
L | L BELH]
4- 6 FINISHED GRADE T T I
3 cml N N i
: 8" . -1 ERoUND ROD
l CONTRACTOR SHALL .
GROUNDING CONFORM TO "SPECIAL I I
CONDUCTOR . 9 NOTE 1IC FOR DRILLED : B 2 B -
SHAFTS o A DEPTH_VARIES
LM N N SEE SECTION 723.03.02
- . | LN A B .
[ 4 o . SERVICE < 3 | P
GROUND ROD ——+| | * fommmfimefomntems 14 SPARE_ SHEDULE 80 PVC GROUND RoDS ~ . tc://
FOR POLE HEYEE CONDUIT; STUBBED OUT WITH POLE wma
F | - END BELL BUSHING AND CAPPED GROUND ROD F 1 L
> il AT BOTH ENDS. g I e
4 L L THE CONTRACTOR SHALL 4 1
N N CONCRETE ADD A STEEL CASING (SEE SPECIAL  CONCRETE — I . |- .T .} . |
NOTE 1C) TO THE INSTALLATION - N
A | OF THE NEW POLE BASE IF BASE IS
\ | 9 FEET (CENTER TO CENTER) FROM | | |:. CLR
L~ THE EXISTING POLE BASE. IF 3
BASE IS WITHIN 6 FOOT (CENTER
TO CENTER), ANCHORS SHALL BE
MAST ARM POLE BASE INSTALL ON THE EXISTING POLE AST ARM P A TH SER P

TH P R TA

THE CONTRACTOR SHALL INSTALL SPACERS
ON THE POLE BASE CAGES (TOP, BOTTOM. &
SIDES) TO GUARANTEE A 3" COVER TO THE
EDGE OF THE POURED CONCRETE. THE
SZACERS SHALL CONFORM TO "SPECIAL NOTE
nc-.

DURING CONSTRUCTION OF THE AND POLE MOUNTED CABINET GROUNDING DETAILS

NEW BASE. THE CONTRACTOR
CAN REMOVE THE ANCHORS
FROM THE EXISTING POLE WITH

THE ENGINEERS' APPROVAL. THE
CASING SHALL BE INCIDENTAL TO
THE INSTALLATION OF THE

POLE BASE.

MAST ARM DETAILS




